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LOW CAPACITANCE TVS DIODE ARRAY

SOT-26

Pin Configuration

Features:

Applications:

Mechanical Characteristics

09.2023 1/8



 KINGWELL TECHNOLOGY CORP., LTD.
http://www.kingwell-tw.com.tw 

Rer.A Kingwell Corp.

KSRV05-4W1 

KSRV05-4W1

09.2023 2/8



 KINGWELL TECHNOLOGY CORP., LTD.
http://www.kingwell-tw.com.tw 

Rer.A Kingwell Corp.

KSRV05-4W1 

09.2023 3/8



 KINGWELL TECHNOLOGY CORP., LTD.
http://www.kingwell-tw.com.tw 

Rer.A Kingwell Corp.

KSRV05-4W1 

KSRV05-4W1

KSRV05-4W1 on Video Interface Application
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KSRV05-4W1 on USB Port Application

KSRV05-4W1 on SIM Port Application
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KSRV05-4W1 on Digital Visual Interface (DVI) Application

KSRV05-4W1 on Ethernet 10/100 (Differential mode) Application
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KSRV05-4W1 on T1/E1 Interface Application
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SOT-26 Package Outline & Dimensions 

Symbol Inches Millimeters

C (0.098) (2.50) 

G 0.055 1.40 

P 0.037 0.95 

X 0.024 0.60 

Y 0.043 1.10 

Z 0.141 3.60 

Symbol
Inches Millimeters

Min. Nom. Max. Min. Nom. Max.

A 0.035 - 0.057 0.90 - 1.45 

A1 0.000 - 0.006 0.00 - 0.15 

A2 0.035 0.045 0.051 0.90 1.15 1.30 

b 0.010 - 0.020 0.25 - 0.50 

c 0.003 - 0.009 0.08 - 0.22 

D 0.110 0.114 0.122 2.80 2.90 3.10 

E1 0.060 0.063 0.069 1.50 1.60 1.75 

E 0.110 BSC 2.80 BSC 

e 0.037 BSC 0.95 BSC 

e1 0.075 BSC 1.90 BSC 

L 0.012 0.018 0.024 0.30 0.45 0.60 

L1 (0.024) (0.60) 

θ 0° - 10° 0° - 10° 

aaa 0.004 0.10 

bbb 0.008 0.20 

ccc 0.008 0.20 
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